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Watervision 6 is a remote monitoring system accessible from any web-enabled device
or computer, with no software required. Remote monitoring technology allows you to easily
access your water harvesting system data from anywhere, anytime.
Watervision 6 for SkyHarvester can be connected to a new SkyHarvester system,
an existing SkyHarvester system, or any other manufacturer’s water harvesting system.

Features and Benefits of Watervision 6 include:
•
•
•
•
•
•

Alerts for alarm conditions, water levels, pump status, etc. via email or text
Graphing of historical data to analyze system trending
Report generation for ROI justification of water and energy savings
Manage data from multiple properties/systems in one easy-to-use website
Compile cumulative data over time and multiple properties for total system management
Works with all types of water harvesting systems including rainwater, stormwater, cooling tower
blowdown, and AC condensate
• Reduces costs by minimizing down-time & optimizing operational efficiency
• Turns the end user into a true water manager

How It Works
Our proprietary web-based monitoring system... The software monitors flow, pressure, and tank level
and displays it on any web-enabled device. Below is a detailed description of each screen you will see
in Watervision 6 for SkyHarvester, each of which allow you to analyze your data in various ways.
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Overview Screen
• Monitor flow and pressure in real-time
• Provide instant recognition of water consumed
and water saved
• Graphical display of current tank
level in inches, gallons, and percent full

Pump Station Screen
• Instant pump status including flow,
pressure, enabled, running, run-time
hours, and selector switch position
• Allows you to remote enable or
disable your system
• Monitor rain events via quick graphs
• Monitor your tank integrity by graphically
comparing tank level vs. gallons used per day
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Building Information
and Resources Screens
• Breaks down total water usage
(harvested, purchased/municipal,
and non-purchased water/well)
• Provides water and energy usage
summary for easy data reporting
• Predicts future usage data in gallons,
Kw/h, and dollars
• On Resource tab, users enter in actual monthly
water and electric bill fee schedules for this easy
reporting data to be generated automatically.
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Sources Screen
• Monitor your alternate water sources
related to the water harvesting system
• Displays alternate source On/Off status
• Displays levels at which alternate water
sources are activated
• Displays real-time GPM display when
alternate source is in-use.
• Displays Quick Charts and Tank level
for easy reference to key data
• Tank Fill/Deplete gauge shows how fast the tank
is filling or depleting during use (in GPM)
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Charts and Reports Screens
• Provides detailed real-time data on flow, pressure,
water level, and pump status for any time period
desired, down to the second.
• Scrolling data flag tool for exact graph stats
• Stores two years worth of data
• Quickly view or export data into CSV format
In-depth diagnostic capabilities beyond
any other service

Rules and Alerts Screens
• Rules feature can be used to describe any
condition of interest (ie. “flow over 65 GPM
and pump off”)
• Can be set up to generate alerts upon
various rules described, in addition
to factory-set alarms
• Alerts can be in the form of text
messages or emails
• User sets up Alert recipients at various
permission levels via Contacts feature
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Internet Configurations
The SkyHarvester remote monitoring system can be connected to the web via two media options:
Ethernet or Cellular Modem. The Ethernet option allow customers to use their existing internet service.
A Cellular modem can be installed if an Ethernet option is not available onsite.
Both of these
configurations are
installed in a small
electrical box located
anywhere on the
exterior of the
SkyHarvester system.

Don’t have a Watertronics
SkyHarvester system?
Watervision 6 works with any rainwater harvesting system. Here’s how...
If you have a non-SkyHarvester system
and want to add Watervision 6 remote
monitoring, this can be done very
easily and provide the majority of the
functionality as described in this
brochure. You will notice a few graphical
changes to the interface (see left) in
order to accommodate a variety of
system compatibility issues. Watervision
cannot be connected to competitor’s
PLC, but its individual sensors can
be connected. The sensors are what
drives the actual data, which is what
Watervision 6 provides to its users –
anywhere, anytime, from any
web-enabled device.

To learn more about how Watervision 6 for SkyHarvester can save you time and money,
contact your Watertronics representative or call 262-367-5000 for Watertronics Sales.
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